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Input: 0 – 999 mmH2O; 0-500 mbar; 0-1,25 bar 

Analog Output : 0-20 mA; 4-20 mA; 0-10 Vdc 

Set Point P: Min; Max;  

Delay time for Alarm relay 

Display 3 digit  

Polycarbonate Box 

N° 2 Set point Relay(contact free) + 1 Optional 

Input connection Power: 48 -110 -230 Vac 

Protection degree IP56 

Bracket mounting 

For Strong applications 

Technical features/Caratteristiche tecniche  
Transducer of differential pressure, range from few mmH20 up to 7 
bar, it is suitable for strong and reliable applications. Special suitable 
for filtering air applications, pneumatic transport, Pitot Tube and 
ventilation system. Easy to use, Red Display Led High efficiency, 
programming tape. N°2 Output Relay + one optional completed 

isolated. Set point Alarm for max. and min. P input pressure and 

delay time. Differential pressure P, is converted end proportionally 
transmitted in analogical output: 0-20mA, 4-20mA o 0-10V 
(DPmetXA). In ventilation systems, use with ADR48AP for Inverter 
controller or ADR48MP for Step Valve. 
Il misuratore di pressione differenziale o relativo, con campo di misura 
da pochi mmH20 fino a 7 bar, è lo strumento ideale per chi desidera 
robustezza e affidabilità. Adatto per applicazioni nel campo della 
filtrazione dell’aria, nel trasporto pneumatico, nella misura dei flussi 
integrato a tubi di Pitot e negli impianti di ventilazione. Di facile 
impiego, con display a Led ad alta luminosità e tastiera di 
programmazione. Dotato di 2 uscite più una optional, completamente 
isolate predisposte per la segnalazione di allarmi settabili di massima 
di minima ed ausiliario con tempo di ritardo. La differenza di 
pressione è convertita e trasmessa proporzionalmente in uscita con 
segnale analogico: 0-20mA, 4-20mA o 0-10V (DPmetXA). Per gli 
impianti di aspirazione, abbinare con ADR48AP per il controllo con 
inverter e con ADR48MP per il controllo con valvola modulante. 

Input Electrical Data/ Connessione Elettrica 
Nominal Input Voltage / Tensione  nominale  Vac 10% 48 – 115 – 230 Vac 

Nominal Input Voltage / Tensione nominale Vac 24 Vac (optional) 

Input power / Potenza Assorbita 10 W 

Frequency / Frequenza 47 – 63 Hz 6% 

Internal Fuse  2 A 

External Fuse (recommended) 4A(or Magneto Curve B) 

Input Pressure Control / Gestione Pressione P 
DPmet        Input P  Ingresso P   0–250 mm H2O 

DPmetB        Input P  Ingresso P   0–500 mm H2O 

DPmetC        Input P  Ingresso P   0–999 mm H2O 

DPmetD        Input P  Ingresso P   0–500 mbar 

DPmetE        Input P  Ingresso P   0–1.25 bar 

Setting max. P Alarm / Regolazione massimo allarme P 0– 1.25 bar 

Accuracy / precisione   3 mmH2O 

Max. Pressure / Massima Pressione 3 bar 

Accuracy  (current) / Precisione (corrente)  0,1 mA ;  1 digit 

Accuracy  (voltage) / Precisione (tensione)  0,1 V ;  1 digit 

Analog Output Driver / Uscite analogiche (optional) 
One on request / una a richiesta DPMETx(R) 

Output Response Time / Tempo di risposta 0,3 sec (typ.) 

Output Current ( Request on Oreder)  

Uscita in Corrente (specificare in fase di ordine) 

0 – 20 mA 
Request on Order 

Output Current ( Request on Oreder)  

Uscita in Corrente (specificare in fase di ordine) 

4 – 20 mA 
Request on Order 

Output Voltage ( Request on Oreder)  

Uscita in Tensione (specificare in fase di ordine) 

 0 – 10 V 
Request on Order 

Output Alarm Relay / Uscita Relè  
N°2 Output Relay Set point min/max P 

N°2 Uscite relè per set point min/max P 
Max. 10 A; 230 Vac 

N°1 Output Relay Set point min/max P (optional) 

N°1 Uscite relè per set point min/max P (optional) 
Max. 10 A; 230 Vac 

Light Alarm / Segnalazioni Visive di Allarme 
Led set point 1/ Led set point 1 Yes / Si 

Led set point 2/ Led set point 2 Yes / Si 

Led set point 3/ Led set point 3 Yes / Si 

Climatic Data / Parametri Ambientali 
Ambient Temp. operation / Temp. Ambiente di Lavoro -10 - +50 °C  

Ambient Temp. Storage / Temp. max. Magazzino -40 - +85 °C 

Humidity at 25 °C, no condensation / Umidità  95 % to 25 °C 

Generic Data / Parametri Generali 
Box / Contenitore Polycarbonate 

Connection Terminal Blocks Screw Type / Dimensione morsetti 2,5mm 

Connection Terminal Tube / Dimensione tubo di connessione Ø 4 mm 

Protection class  (with PE connected) II 

Protection degree / Grado di protezione IP56 

Weight / Peso 1.1 kg approx 

Safety Standard Approval / Conformità e Approvazioni e  CE 

Dimension / Dimensioni 
CODE Dimension (w-h-d) I1 I2 

DPmet 125 x 175 x 75 mm 110 mm 160 mm 

Norms and certifications 
The CE mark in According to EMC 89/336/EEC and 93/68/EEC and 
the Low voltage directive 2006/95/EC. 

Electrical Safety 
According to UL508, IEC/EN 60950 (VDE 0805) for assembling 
device. The unit must be installed according to IEC/EN 60950.Input / 
Output separation: SELV EN60950-1 and PELV EN 60204-1. Double 
or reinforced insulation. 

EMC Immunity 
EN 61000-4-2, EN 61000-4-3, EN 61000-4-4, EN 61000-4-5, EN 
61000-4-6, EN 61000-4-11 

EMC Emission:  
EN 55011 

Standards Conformity 
EN 60204-1  Safety of Electrical Equipment Machines 

Conversions Table: 
 PSI milliBar mmH2O kPa 

1 PSI = 1 68,95 703,07 6,89 

1 mBar = 0,0145 1 10,197 0,1 

1 mmH2O = 0,0014 0,098 1 0,0098 

1 kPa = 0,145 10 101,97 1 

DPmet  DIFFERENTIAL PRESSURE TANSDUCER 
MISURATORE DIFFERENZIALE DI PRESSIONE 
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