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FloClean 3-A sanitary turbine meters

FloClean with 3-A sanitary standard approval

The FloClean 3-A sanitary turbine flow meter
meets 3-A sanitary standards. The meter is per-

Combined with a Blancett® monitor, the meter
provides actual flow rate and total flow rate.

fectly adapted for use in the food, beverage and

pharmaceutical industries.

Specifications

Materials of construction

Accuracy
Repeatability
Calibration

pressure rating
Operating temperature
End connections

Sanitary rating

Approval

Magnetic pickup

® 3A sanitary standard

® Sanitary end connection

® Materials comply to FDA
requirements
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generated by rotor movement
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Output Signal

Body and internal wetted parts | 316L stainless steel

Turbine Nickel plated CD4MCU stainless steel
Bearings Standard - nickel bindery tungsten carbide
Shaft Nickel bindery tungsten carbide

+1% of reading

+0.1%

Water (NIST traceable calibration|

69 bar / 1.000 psi (rating based on Tri-clamp®)
-101 °C up to +149 °C (-150 up to +300 °F)
Sanitary clamp ends

Clean-out-of-place (COP); sterilize-out-of-place (SOP)
3-A sanitary standard

Several options available
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FloClean B16D 3-A sanitary turbine flow meters (no hub) ) ockan
- T Rwee | ww
Part number B SIEX Maximum pressure' ; ; ;
bore size gal/min I/min pulses/gal pulses|liter
B16D-003A- %" x 3/8" 06-3 2,3-114 20000 5277
B16D-005A- %o " 0,75-75 3-30 13000 3430
B16D-007A- %" x %" 2-15 1,5-57 2750 126
B16D-105A- %" < %" 0,75-75 3-30 13000 3430
B16D-107A- 15" x %" B9 bar 2-15 75-57 2750 726
(1000 psi

B16D-108A- 19" x 718" 3-30 11-110 2686 709
B160-110A- %" < 1" 5-50 19-190 870 230
B16D-115A- %" < 1" 15-180 57-680 330 87
B16D-220A- 2%" x 2" 40 - 400 150 - 1500 52 14

' Rating based on Tri-clamp sanitary connection Table 22

2 All K-factors are approximate
Select pickup options from table below

L> FloClean B16D 3-A sanitary turbine flow meters (no hub) - pickup options

Pickup selection’ | Part number Magnetic pickup Description

0BA B161109 NEMA B NEMA 6 magnetic pickup -101 °C to +165 °C (-150 °F to +330 °F)
1BA B161210 NEMA 6 pre-amp NEMA 6 magnetic pickup with preamplifier -29 °C to +71 °C (-20 °F to +160 °F)
2BA B111109 Standard pickup Standard magnetic pickup -101 °C to + 165 °C (-150 °F to +330 °F)
3BA B220210 Magnetic pickup pre-amp | Magnetic pickup with preamplifier -29 °C to +71 °C (-20 °F to +160 °F)
4BA B220-950 F to | converter Fto I intelligent converter, 4-20 mA output in canister (includes magnetic pickup)
6BA B220111 High temp pickup High temp magnetic pickup -101 °C to +232 °C (-150 °F to +450 °F)
7BA B161212 NEMA 6 pre-amp NEMA 6 magnetic pickup with preamplifier (less Zener)
8BA B220-951 F to V converter Fto Vintelligent converter, 0-5 VDC output in canister (includes magnetic pickup)
9BA - No pickup

"Including standard 5 point calibration Table 23

Ordering example:

B160-007A-0BA
%" x %" FloClean B16D 3-A sanitary turbine flow meter (no hub) with NEMA 6 magnetic pickup B161109

Configuration examples

Remote mounted display (with cable) B16D-003A-2BA B30AR-CS B220-220 or B220-221

! Turbine example: see “7able 22* on page 33
? Monitors: see “Table 45" on page 49
° Cables: see “Table 52" on page 55

Intelligent converter

F to l intelligent converter B16D-003A-4BA B220-950 included B220-953 B220952-6

F to Vintelligent converter B160-003A-8BA B220-951 included B220-953 B220952-6

! Turbine example: see “7able 22" on page 33
? Intelligent converter: see “7able 49" on page 54
% Cables: see “Table 52" on page 55



